§56.7803

§56.7803 Lighting the burner.

A suitable means of protection shall
be provided for the employee when
lighting the burner.

§56.7804 Refueling.

When rotary jet piercing equipment
requires refueling at locations other
than fueling stations, a system for
fueling without spillage shall be pro-
vided.

§56.7805

Persons shall not smoke and open
flames shall not be used in the vicinity
of the oxygen storage and supply lines.
Signs warning against smoking and
open flames shall be posted in these
areas.

Smoking and open flames.

§56.7806 Oxygen intake coupling.

The oxygen intake coupling on jet-
piercing drills shall be constructed so
that only the oxygen hose can be cou-
pled to it.

§56.7807 Flushing
chamber.

the combustion

The combustion chamber of a jet
drill stem which has been sitting
unoperated in a drill hole shall be
flushed with a suitable solvent after
the stem is pulled up.
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TRAFFIC SAFETY

§56.9100 Traffic control.

To provide for the safe movement of
self-propelled mobile equipment—

(a) Rules governing speed, right-of-
way, direction of movement, and the
use of headlights to assure appropriate
visibility, shall be established and fol-
lowed at each mine; and

(b) Signs or signals that warn of haz-
ardous conditions shall be placed at ap-
propriate locations at each mine.
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§56.9101 Operating speeds and control
of equipment.

Operators of self-propelled mobile
equipment shall maintain control of
the equipment while it is in motion.
Operating speeds shall be consistent
with conditions of roadways, tracks,
grades, clearance, visibility, and traf-
fic, and the type of equipment used.

§56.9102 Movement of independently
operating rail equipment.
Movement of two or more pieces of
rail equipment operating independ-
ently on the same track shall be con-
trolled for safe operation.

§56.9103 Clearance on adjacent tracks.

Railcars shall not be left on side
tracks unless clearance is provided for
traffic on adjacent tracks.

§56.9104 Railroad crossings.

Designated railroad crossings shall
be posted with warning signs or sig-
nals, or shall be guarded when trains
are passing. These crossings shall also
be planked or filled between the rails.

TRANSPORTATION OF PERSONS AND
MATERIALS

§56.9200 Transporting persons.

Persons shall not be transported—

(a) In or on dippers, forks, clam-
shells, or buckets except shaft buckets
during shaft-sinking operations or dur-
ing inspection, maintenance and repair
of shafts.

(b) In beds of mobile equipment or
railcars, unless—

(1) Provisions are made for secure
travel, and

(2) Means are taken to prevent acci-
dental unloading if the equipment is
provided with unloading devices;

(c) On top of loads in mobile equip-
ment;

(d) Outside cabs, equipment opera-
tors’ stations, and beds of mobile
equipment, except when necessary for
maintenance, testing, or training pur-
poses, and provisions are made for se-
cure travel. This provision does not
apply to rail equipment.

(e) Between cars of trains, on the
leading end of trains, on the leading
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